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BPH
BPH load cells are developed & designed to be used for hydraulic 
elevators. The BPH sensor body is installed between the hydraulic 
cylinder head and the elevator chassis, occupying a minimum space. 
There are two diff erent models:

·BPH-GD is installed below the hydraulic cylinder head and it is fi xed by 
compression support.
·BPH-PM is installed below the hydraulic cylinder and it is fi xed by thread 
screws.

The BPH load cells have a compact design, supporting up to 6 Tons, 
without aff ecting the reliability regarding the pressure system and 
facilitating the integration of a load cell in your installation.

Chassis

Hydraulic cylinder head

Compression load sensor

Load cell specially designed for 
hydraulic elevators

More information

BPH load cells are developed & designed to be used for hydraulic BPH load cells are developed & designed to be used for hydraulic 
elevators. The BPH sensor body is installed between the hydraulic elevators. The BPH sensor body is installed between the hydraulic 
cylinder head and the elevator chassis, occupying a minimum space. cylinder head and the elevator chassis, occupying a minimum space. 

Compression load sensorCompression load sensor

Load cell specially designed for 
hydraulic elevators
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Dimensional drawings (mm) and wiring diagram 

Specifications

Datasheet 

+ Signal Green

Shield (GND)

- Signal White

+ Exc. Red

- Exc. Black

Parameter Units Specifications
Model - BPH-PM24 BPH-PM30 BPH-GD25
Nominal Load (N.L.) kg 3 / 6
Accuracy - 0.2%
Zero balance mV/V ±0.2
Maximum excitation voltage V 12

Temperature range
Compensated

ºC   (ºF)
-10 ... +40   (+14 ... +104)

Operating -20 ... +60   (-4 ... +140)
Storage -20 ... +70   (-4 ... +158)

Min. Insulation resistance (V.Test = 100V) GΩ 4
Input resistance Ω 350 ±3
Output resistance Ω 350 ±2

Load limit
Safe

%N.L.
150

Without characteristics loss >300

Cable
Type - 4 x 0.22mm²   Ø6
Standard length m 4
Material - Polyurethane (PU)

Sensor
Material - Alloy steel
Surface treatment - Chemical nickel

Protection class - IP67

BPH-PM24 BPH-PM30 BPH-GD25
N.L. 3 6 3 6 3 6
ØA 118 145
ØB 93 112.5
ØC 36 42 36
D M-24 M-30 Ø25
E 19 25
F 22 30
ØG 12.5 15
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Product Reference

Document Ref: Publication Date: 

Certifi ed company

For more information

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.

Datasheet 

VMFT06.04D1020-06

Ref. N.L. (t) Model
001010 3

BPH-PM24
- 6

006254 3
BPH-PM30

006320 6
010831 3

BPH-GD25
- 6
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