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CFH

More information

Universal load cells designed for the 
adaptation in the industrial sector

Bending beam load cell

Weighing of small tanks

Industrial process weighing
• Made of stainless steel.
• Hermetically sealed design.
• Protection index IP68.

The CFH is a universal load cell and an excellent choice, for its attractive 
price-performance ratio. The design of this load cell is inspired by the 
bar bending principle and is specially designed to work in cantilever.

Thanks to its fully airtight welded design, the CFH is ideal for the use 
in more aggressive environments such as industrial or food processing 
applications. One of the main functions of this load cell is focused on 
weighing small tanks, hoppers or tanks. Its protection index provides the 
necessary safety for this type of application.
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Datasheet 

Specifi cations

Dimensional drawings (mm) and wiring diagram 

Parameter Units Specifi cations
Model - CFH
Nominal Load (N.L.) kg 10 / 20 / 30 / 50 / 100 / 200 / 300 / 500 / 1000
Nominal Sensibility (N.S.) mV/V 2 ± 0.1%
Zero balance %N.S. 1
Maximum excitation voltage V 12
Hysteresis error - 0.055
Crepp, over 30 minutes %N.S. 0.03
Maximum linearity error %N.S. 0.03

Temperature range
Compensated

ºC   (ºF)
-10 … +40   (+14 … +104)

Operating -20 … +60   (-4 … +140)
Storage -20 … +70   (-4 … +158)

Temperature eff ect on sensibility %N.S. 0.023
Temperature eff ect on zero % / 5ºC 0.018
Min. Insulation resistance (V.Test = 100V) GΩ 5
Input resistance Ω 385 ± 10
Output resistance Ω 385 ± 3

Load limit
Without characteristics loss

%N.L.
150

Breaking 250

Cable
Type - 4 x 0.22mm² Ø6
Standard length m 4
Material - Polyurethane (PU)

Sensor Material - Stainless Steel
Protection class - IP68
Working on - Bending Beam

Nominal Load (N.L.) A B C D E F G ØH ØJ ØK ØL
10 … 200 123 13 18 82 45 22 20 45 26 35 8.5

300 … 1000 210 15 40 133 93 34 25 60 36 50 14
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Datasheet 

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.

For more information

Certifi ed company

Publication Date: Document Ref:

Product Reference

Ref. Nominal Load (kg) Model
022567 10

CFH

022568 20
022569 30
022570 50
022571 100
022572 200
022573 300
022574 500
022575 1000
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