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CNS

● Binary communication without any processing. In this case no software is delivered, it is necessary to 
develop a solution for the data reception and sending.

● Database storage: By using this option, the interaction required for the sending and receiving data will be 
done by using a database as an intermediary. Thanks to this, integration with other software will be done 
in a much faster and more agile way.

To give the system greater fl exibility and allow other software to be able to communicate on this network, the 
following methods of data reception are provided:

More information

Independent data sending 
device

Compatible with Dinacell 
SilosApp
Linking this device to the SilosApp app will provide 
you with the ability to motitor your installations 
remotely.

Integration with other solutions

Data sending device
The CNS is a device designed for the sending of data 
through wireless connectivity without the need for 
WiFi or SIM cards. This device allows you to select 
diff erent modes, depending on the power and sending 
time. As a result, the battery can reach an estimated 
lifetime of more than 10 years. In addition, it features a 
function to update the weight automatically in case of 
detecting large load variations in the silo.

Independent data sending 

Data sending deviceData sending device
The CNS is a device designed for the sending of data The CNS is a device designed for the sending of data 
through wireless connectivity without the need for through wireless connectivity without the need for 
WiFi or SIM cards. This device allows you to select WiFi or SIM cards. This device allows you to select 
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Datasheet 

Specifications

Dimensional drawings (mm) and wiring diagram 

Parameter Units Specifications
Model - CNS

Battery powered

Type - Replaceable Li-SOCl2
Description - C, R14
Nominal Voltage V 3.6
Capacity mAh 8500
Life span Years >10 (variable depending on the sending amount and temperature)

Consumption
Sleep uA 1
Transmission mA 90

Temperature range
Operating

ºC   (ºF)
-40 … 85   (-40 … 185)

Storage  -60 ... 85 (recommended <30ºC)    (-76 ... 185 (recommended <86ºF))

Wireless connectivity

Network  type - Sigfox
Zone - RC1

Operational frequency Mhz 868

Approvals - Sigfox Ready class 0U

Interfaces

Input - Cell input
Keys - 3
LEDs - 3
Selector - 16-position operating mode configurator

Antenna
Gain dBi 2.6
Connector - SMA

Casing material - Polycarbonate RAL-7035
Protection class - IP67

Model CNS

Dinacell
electrónica

2/3



www.dinacell.com

11/06/2026

Dinacell Electrónica S.L.
Pol. Ind. Santa Ana, C/ de la Fundición 8
CP 28522 Rivas Vaciamadrid, Madrid, ESPAÑA
Tel. (+34) 913 001 435

CNS

D1886-04 VMFT06.04

Datasheet 

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.

For more information

Certifi ed company

Publication Date: Document Ref:

Product Reference

Ref. Model
021859 CNS
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