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DELTA GEN3

DELTA GEN3
DELTA GEN3 is a new Dinacell Electrónica generation measurement 
device. It is intended for the control and diagnosis of individual ropes 
or belt tension. It can measure and check individually up to 16 ropes or 
belts.

The DELTA GEN3 device is a stand-alone device that opens up more 
comfortable and independent use of the power supply system at the 
installation. The connectivity of this device is through integrated WiFi. In 
order to ensure the best possible control of each installation, the “Tools 
ng2” app, available for computer and tablet, communicates with your 
device and allows you to create result report.

The software “Tools ng2” is available for free and allows 
to control the tension and leveling of ropes or belts can 
be. This application is compatible with Android, iOS and 
Windows. Once the adjustment is made, a report with the 
fi nal result can be generated. 
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Specifications

Datasheet 

Parameter Units Specifications
Models - DELTA GEN3-8S DELTA GEN3-16S
Maximum number of sensors - 8 16
Rechargable battery Vdc / mAh 3.7 / 5000

Estimated battery service
For 8 sensors h 24
For 16 sensors h 16

Power supply
Input Vac / Hz 100 - 240 / 50/60
Output Vdc / A 5 / 2.1

Accuracy (Sensor dependent) % 0.1

Temperature range
Operating °C (°F) -10 ... +40 (+14 ... +104)
Storage °C (°F) -20 ... +65 (+4 ... +150)

Conectivity
- WiFi
- USB OTG

Casing
Material - ABS
Protection class - Fireproof V0

Protection class - IP50
Fixing - Magnet
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Product Reference

Document Ref: Publication Date: 

Certifi ed company

For more information

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.
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Ref. Model Number of sensor
031160 DELTA GEN3-8S 8
031161 DELTA GEN3-16S 16

Datasheet 

Ref.Ref.
031160031160
031161031161
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