
Device for weighing in cranes

The DG40L-3RCF RD is a load limitation device with an 0.02% measurement accuracy that 
incorporates an RD communications protocol. It has a large fi ve-digit display (4.0") for remote 
viewing. The most common application of this device is to limit loads on cranes. It is equipped 
with a special function so that the alarms do not trigger in the event of sudden changes, as is 
often the case with the initial traction. This equipment has radio frequency and CAN allowing 
it to communicate with other devices that share the same RD protocol.

The device is equipped with an RC35-F RD remote control  that via radio frequency 
communication allows, remotely, to confi gure the DG40L-3RCF RD.

RC35-F RD
Radio frequency remote control.

The DG40Rs are a series of repeaters that are designed to receive weight values and display 
them on their large display. In order to receive these values, you must be linked to a 
compatible limiting device.

Load limiting device

Repeating Device

DG40L / DG40R

DG40L

DG40R

e for weighing in cranes

-3RCF RD is a load limitation device with an 0
es an RD communications protocol. It has a la
e most common application of this device is t
ial function so that the alarms do not trigger 

Load limiting device0L

g
as radadioio ffreququeency and CAN allowing 

meme RRD D prprototococol.

roroll tthhat t viia radio frequency 
LL-3-3RCRCFF RD.

RC35-F RD
Radio frequency remote control.

to receive weight values and display 
ues, you must be linked to a 

0.02% measurement accuracy that 
rge fi ve-digit display (4.0") for remottee
ttoo limit loads on ccraranes. It t is eeququipippepedd
in thehe eevevent off susuddddenen chhanges, as is 

1-3



Specifications

Dimensional Drawings (mm)

Data Sheet 

Parameter

Model

Cell signal measuring range

Accuracy

Power supply

Communication

Temperature range
Working

CAN

Display digits

Storage

RF 868

Internal buttons

Number of relays

Relay contact

Maximum number of 350  cells

Communication protocol

Interface

Casing material

Protection class

Units

Metal sheeting

Specifications

- DG40L-3RCF RD DG40R-F RD DG40R-F NG DG40R-C NG

mV/V ± 3.9 - - -

- 0,02% - - -

VAC 24 - 48    /   115 - 230  

Hz 50 ... 60

°C     (°F)
-10 ... +40    (+14 ... +104)
-20 ... +65     (-4 ... +150)

- 3 - - -

V / A 250 / 3 - - -

- 8 - - -

- ✓ - - ✓

MHz ✓ ✓ ✓ -

- RD NG

- 5

- 3 - 3 3

-

- IP50
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Product Reference

Product Reference

Ref.

Ref.

Power supply

Power supply

Protocol

ProtocolCommunication

Model

Model

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 

should not be interpreted as a guarantee of quality or durability.
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Certifi ed company

D1136-02
27/11/2023

Document Ref:
Publication Date: 

The DG40L-3RCF RD includes the RC35-F RD remote controller

Data Sheet 

017020 115 - 230 VAC
RF 868 RD DG40R-F RD

017021 48 - 24 VAC

020364 115 - 230 VAC
RF 868

NG

DG40R-F NG
020217 48 - 24 VAC

020363 115 - 230 VAC
CAN DG40R-C NG

020216 48 - 24 VAC

009532 115 - 230 VAC
RD DG40L-3RCF RD

009625 48 - 24 VAC

DG40L

DG40R

DG40L / DG40R

Dinacell Electrónica S.L.
Pol. Ind. Santa Ana C/ El Torno Nº8
CP 28522 Rivas Vaciamadrid, Madrid, ESPAÑA
Tel. (+34) 913 001 435
Fax. (+34) 913 001 645

www.dinacell.com
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