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In case that the device has only 
one input channel, it is necessary 
to use a junction box to combine 
all the signals of the cells into a 
single output.

Junction box

Weighing system installation scheme

More information

Weight measurement device 
and discharge control for silos

For installations with multiple devices

Discharge control Device

In Dinacell we have developed the CDS control panel that, through a CAN network, allows 
you to automate the  discharge operation of several silos simultaneously.

Weight measurement device and discharge control for silos. They are specially designed for 
installation in a cabinet at the foot of the silo. They show the weight of the contents of the 
tank both numerically on the display and on the percentage level LED bar. They are equipped 
with a confi gurable relay to perform diff erent functions and another relay with the discharge 
function. Equipped with analog output 4-20mA or 0-10V and with CAN communications bus.
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Weight measurement device 
and discharge control for silos
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Datasheet 

Specifications

Dimensional Drawings (mm)

Parameter Units Specifications
Model - MLS20-FD
Cell signal measuring range mV/V ± 3.9
Accuracy - 0.01%

Power supply
VAC 80 … 260
Hz 50 … 60

Temperature range
Working

°C   (°F)
-10 ... +65 (+14 ... +149)

Storage -20 ... +70 (-4 ... +158)
Number of relays - 2

Relay contact
VAC/A 250 / 3
VDC/A 30 / 3

Solid relay contact VAC/mA 230 / 250
Maximum number of 350 Ω cells - 8
CAN - ✓
Analog output 0-10V / 4-20mA - ✓

Interface
Digits display - 5
Keys - 4
LEDs - 5

Casing material - Fireproof V0
Protection class - IP65
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Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.

For more information

Certifi ed company

Publication Date: Document Ref:

Product Reference

Ref. Model
022859 MLS20-FD
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