
Single-plate load cell 
optimal for a broad 
spectrum of applications

The MP single-plate load cell is designed for weighing that requires detecting small 
weight variations. It is covered by a sheet metal coating with anticorrosion-resistant 
oven paint. MPs cover nominal capacities from 1kg up to 20kg.

Incorporating a 200x200mm plate and the right 
measuring equipment, it can be  transformed into 
a scale. Regardless of where the load is located 
on the plate, MP cells are able to off er the same 
measurement accuracy. It is ideal for weighing tasks 
with very short cycles, such as those in industrial 
weighing systems. Its most common uses are: The 
counting of parts, weight control in automatic 
processes, etc.
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Dimensional Drawings (mm)

Wiring diagram

Specifications

Data Sheet 

+ Signal Green

Shield (GND)

- Signal White

+ Exc. Red

- Exc. Black

Parameter

Model

Nominal Load (N.L.)

Nominal Sensibility (N.S.)

Maximum excitation voltage

Hysteresis error

Crepp, over 30 minutes

Maximum linearity error

Units Specifications

Zero balance

Temperature range

Min. Insulation resistance (V.Test s 100V)

Temperature effect on sensibility

Temperature effect on zero

Input resistance

Output resistance

Operating

Compensated

Storage

Load limit
Without characteristics loss

Breaking

Cable 

Surface treatment

Protection class

Working on

Type

Material

Material

Standard length

Sensor

Polyurethane (PU)

Aluminum

Anodized

Bending Beam

%N.L.  

%N.S.  

%N.S.  

%N.S.  

%N.S.  

%N.S.  

%N.S.  

Non-repeatability

- MP

kg 1 / 2 / 3 / 4 / 5 / 6 / 10 / 15 / 20

mV/V 1.5... 2

2

V 12

0.023

0.019

0.012

0.021

°C    (°F)

-10 ... +40     (+14 ... +104)

-20 ... +60     (-4 ... +140)

-20 ... +70      (-4 ... +158)

0.026

% / 5ºC 0.015

GΩ >4

Ω 380 ± 30

Ω 350  ± 2

150

200

- 4 x 0.22 mm² Ø6  

m 5

-

-

-

- IP44

-

MP 

25

279.519

124

M-6

M-6

188737.5

19 711.5

62
.5

14
.5 10
.5

48
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Certifi ed company

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 

should not be interpreted as a guarantee of quality or durability.

For more information

Nominal Load (N.L.)Ref. Model

005914 1

MP

004320 2

002555 3

013798 4

000834 5

005230 6

003333 10

000562 15

004446 20

MP 
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