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MR

Weight and measuring control
for industrial processes

More information

MR Load measuring device

Low-power consumption device, easily programmable with the
possibility of being adjusted without known weight.

The main function of the MR is that of weight visualizer, although it also
includes peak value reading and can also be used as a pulse counter.

MRT Dosing device and load controller

Multifunctional device sharing characteristics with MR device,
supplementing with selectable analog output, as well as formula library
and automatic vein adjustment. It could work as an unloading controller,
dosing unit, scale mode, peak value reader and pulse controller. It is
mainly used in industrial process applications.

FUNCTIONS MR MR1
Scale v v
Peak reader v v
Pulse controller v v
Tank unloading v
Dispenser v
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DINACELL Dotasheet MR

Specifications
Parameter Units Specifications
Model - MR MR1
Cell signal measuring range mV/V +39
Accuracy - 0.05%
\Y 24 DC 230 DC 24 DC 115 AC 230 AC
Power supply
Hz - 50 ... 60 - 50 ... 60

Maximum power consumption w 5

Working -10 ... +65 (+14 ... +149)
Temperature range °C (°F)

Storage -20 ... +70 (-4 ... +158)
Number of relays - - 5

Max. voltage \ 250
Relay contact

Max. current A 3
Maximum number of 350 Q cells - 12
Analog outputs 0-10V / 4-20mA / 0-20mA - - N4

Display digits - 6
Interface Keys - 4

LEDs - 7
Casing material - Fireproof VO
Protection class - IP50
Dimensional Drawings (mm)
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Wiring diagram
MR MR1
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DINACELL Dotasheet MR

Product Reference

Ref. Power supply Model
010522 24 VDC
MR
007492 230 VAC
010737 24 VDC
012222 115 VAC MR1
007284 230 VAC
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Dinacell Electrénica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It
should not be interpreted as a guarantee of quality or durability.

3/3



