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PFM

Sensor designed for the
fixed or hitch point

More information

PFM Compression load cell

The PFM series of sensors are a solution of sensors to be installed at the
terminal fixed point of the cables in traction elevators. These sensors
are installed to receive the weight of the fixed point in its entirety. The
PFM models can be adapted to any arrangement of the cable terminals
support plate, making it available to the builder for a complete solution.
The layout and design is for compressive loads of the sensors, on which
it provides the system with great reliability and mechanical robustness.

Within the design of PFM models, we have developed a PFM-T model
that allows the sensors to be installed or removed by loosening the
traction cables without having to disassemble them completely, on
which it makes easy for installation and maintenance.The aluminum or
stainless-steel sensor bodies provide anti-corrosion resistance to extend
the lifetime use.
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DINACELL Detasheet PFM

Specifications
Parameter Units Specifications
Model - PFM-R PFM-T PFM-S
Nominal Load (N.L.) t 1/3/6
Accuracy - 0.2%
Zero balance mvV/V +0.2
Maximum excitation voltage \ 12
Compensated -10 ... +40 (+14 ... +104)
Temperature range Operating °C (°F) -20 ... +60 (-4 ... +140)
Storage -20 ... +70 (-4 ... +158)
Min. Insulation resistance (V.Test = 100V) GQ 4
Input resistance Q 350+3
Output resistance Q 350+2
Load limit Safe %N.L. 150
Breaking >250
Type - 4x0.22mm?> @6
Cable Standard length m 4
Material - Polyurethane (PU)
Sensor Material - Alloy steel / Aluminum
Surface treatment - Chemical nickel (Only alloy steel) / Anodized (Aluminum)
Protection class - P67

Wiring diagram

+ Exc. Red

+ Signal Green
- Exc Black
- Signal White

L__Shield (GND)
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