
The ST1 model is designed to measure the force exerted on an axle. 
For example, on applications for winding control. It is a very useful 
model to regulate the tension of threads, based on the resistance of the 
materials for this type of operation. 
 
The cell is covered by a sheet metal coating with corrosion-resistant 
oven paint.
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Specifications

Dimensional Drawings (mm)

Data Sheet 

Parameter

Model

Nominal Force (N.F.)

Nominal Sensibility (N.S.)

Min. Insulation resistance (V.Test s 100V)

Input resistance

Surface treatment

Output resistance

Protection class

Maximum linearity error

Zero balance

Maximum excitation voltage

Hysteresis error

Temperature range

Load limit

Material

Material

Standard length

Operating

Without characteristics loss

Type

Compensated

Safe

Cable 

Sensor

Storage

Units Specifications

Polyurethane (PU)

Aluminum

Anodized

%N.F.  

%N.F.  

%N.F.  

%N.F.  

Wiring diagram

+ Signal

- Signal

+ Exc.

- Exc.

Shield (GND)

M-12 connector

ST1

- ST1
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Data Sheet 

Product Reference

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 

should not be interpreted as a guarantee of quality or durability.
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Certified company

Ref. ModelNominal Force (N.F.)

017280 lb 25
ST1

002928 lb 50

ST1

www.dinacell.com
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Pol. Ind. Santa Ana C/ El Torno Nº8
CP 28522 Rivas Vaciamadrid, Madrid, ESPAÑA
Tel. (+34) 913 001 435
Fax. (+34) 913 001 645

3-3


