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TCA

Load sensor designed
for under cabin installation

More information

TCA  Load compression sensor

High-accuracy load sensor developed for an optimum
installation on the lift chassis.

Once this sensor is connected to a control unit, the
adjustment with a known weight is not necessary.

The sensor is mounted on top of a silent block with
different degrees of hardness in order to avoid the
possible transmission of vibrations to the cabin.

It is possible to combine the TCA sensors (active
senosrs) with dummy TCA sensors (inactive sensors) in
order to complement the installation.

Yy &

For a complete Load

Cabin weighing installation

TCA sensors are installed under the lift cabinThey are
usually installed in sets of 2 or 4 sensors. It is possible
Chassis to buy this kind of sensors as a set, joined through a
(1) CONNECTION BOX with wired or USB output. On
the other hand, individual TCA feature USB output as
Cabin an option. In this case, sensors should be connected
to an (2) INTERFACE with wired or USB output as well,
depending on the input of the control unit.

Chassis

(1) CONNECTION BOX (2) INTERFACE
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Datasheet TCA

Specifications
Parameter Units Specifications
Model - TCA-800 TCA-HM
Nominal Load (N.L.) kg 800
Nominal Sensibility (N.S.) mV/V 2+0.1%
Accuracy - 0.06%
Zero balance mV/V +0.10
Maximum excitation voltage Y 12
Compensated -10 ... +40 (+14 ... +104)
Temperature range Operating °C (°F) -20 ... +60 (-4 ... +140)
Storage -20 ... +70 (-4 ... +158)
Min. Insulation resistance (V.Test = 100V) GQ 4
Input resistance Q 1050+60
Output resistance Q 10005
Load limit Safe — %N.L. 150
Without characteristics loss 180
Silentblock hardness SHORE 60 45
Type - 4x0.22mm? @6
Termination - Wiring connection / USB
Cable
Standard length m 2/5
Material - Polyurethane (PU)
Sensor Material - AIumi.num
Surface treatment - Anodized
Protection class - IP66
Dimensional drawings (mm) and wiring diagram
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Silentblock characteristic

Silentblock characteristic

Load per cell (kg)
1200

1000
800
600
400

200

0 10 20 30 40 50

Frequency (Hz)

TCA SHORE 45 O
TCA SHORE 60 W

L__Shield (GND)

TCA SHORE 45 [
Displacement (compresion) (mm) TCA SHORE 60 W

L] |
25 /
2 |

Vertical displacement analysis

pan
i
"/ |

0 100 200 300 400 500 600 700 800 900

'

Load per cell (kg)



DINACELL Dotasheet TCA

Product Reference

TCA Individual sensor

A Cote Ref. TCA-800 | Ref. TCA-HM A Cote Standard length (m) Cable termination
- - M-10 5
\ 008710 019332 M-12 Wiri .
- 000665 : M-10 . iIring connection
000256 019331 M-12
007273 - M-10 5
007497 018436 M-12 USB
007893 - M-10 g
007974 019330 M-12
TCA sensor sets + CONNECTION BOX
Ref. Number of TCA A Cote Cable termination Model
- 2
008710 4 e Wiring connection
000665 2 M-12
000256 4
. 007273 2 MO TCA-800
d ,/ 007497 4 USB
g 007893 2 M2
S 007974 4
5m For customizations turn to the sales department.

n
Accessory: INTERFACE %
L& \j‘ 4
\
Parameter Units Specifications >
Model - INTERFACE —
Temperature range °C (°F) -20 ... +60 (-4 ... +140)
Casing material - Fireproof VO 16.2 A
Protection class - IP50 B
Cable type - 4x0.22mm? Q4 C
Standard length m 5 + Ferrita
USB Input _ 6 12 USB Dimensions in mm
— - A B C
) Wiring Wiring
Cable Output usB connection usB connection 6 48 69 74
Ref. - 007555 007274 007554 007275 12 84 105 110
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