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TLCX

TLCX
TLCX traction cells have been developed primarily to limit the load on 
cranes, commonly applied on lattice cranes. They are usually installed on 
the straps of the cranes to limit their load.

It is a cell that is custom manufactured for each installation, made of a 
robust design covering nominal loads from 1 to 60 tons. This cell can 
be manufactured in alloy steel and depending on its nominal capacity, 
stainless steel.

Traction load cell

Custom-made cell mainly intended 
to limit the load on cranes

More information
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TLCX

Dimensional drawings (mm) and wiring diagram 

Specifications

Datasheet 

3- Exc.

1+ Exc.

4- Signal

Shield (GND)

2+ Signal

Parameter Units Specifications
Model - TLCX
Nominal Load (N.L.) t 1 … 60
Nominal Sensibility (N.S.) mV/V 0.8 … 1.4
Accuracy - 0.30%
Zero balance %N.S. 2
Maximum excitation voltage V 12

Temperature range
Compensated

ºC     (ºF)
-10 … +40     (+14 … +104)

Operating -20 … +60     (-4 … +140)
Storage -20 … +70     (-4 … +158)

Min. Insulation resistance (V.Test = 100V) GΩ >5
Input resistance Ω 350 ± 3
Output resistance Ω 350 ± 1

Load limit
Maximum

%N.L.
150

Without characteristics loss 200
Breaking >300

Connection - Connector / Cable

Sensor
Material - Alloy steel Stainless Steel
Surface treatment - Chemical nikel

Protection class - IP66
Working on - Traction
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Certified company

For more information

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 
should not be interpreted as a guarantee of quality or durability.

Datasheet 

Nominal Load (t):

Material:

VMFT06.04D1182-02

Alloy steel + nickel plated

.......................................................

Stainless Steel

Signal type: mV/V

0-10 V

4-20 mA

Other ....................................

Connection: Wired Cable type: 4x0.22mm²  Ø5.3

Other ......................

......................

Standard length: 5m

Other

Cable end:

With connector

Wiring connection

Redundant output: No

Yes 2 outputs for 2 independent signals

1 output for 2 independent signals

With 
connector

M-12

Other ....................................

Dimensions in mm

Remarks:
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