
Load limitation device 
on cranes and forklifts

The VK limiting devices, with an accuracy of 0.1%, stands out for its great 
versatility to adapt and solve possible needs as a load limiter in cranes and 
forklifts.

Although this device features only one single input channel, it can be used in 
scenarios that require several cells or sensors using Dinacell's junction boxes.

 The main functions of the device are:

- Three relays for three selectable alarm levels.
- Allows to connect up to 10 350Ω load cells.
- Input for temporary inhibition of measurement.
- Chain compensation.
- Fixed with screws or DIN rail.
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Specifications

Models

Cell signal

Accuracy

Power supply

Maximum power consumption

Relay

Alarms

Hold Input

Output for visual and sound devices in an overloaded 
situation

Interface

Casing material

Fixing

Protection class

Maximum number of 350  cells

Temperature range

Input range

Working

Max. voltage

Number

Keys

Input channel

Storage

Max. current

Display digits

LEDs

Parameter Units Specifications

Fireproof plastic ABS

DIN rail

Dimensional Drawings (mm)

Data Sheet 

AC

- VKL-3R

mV/V ± 3.9

- 1

- 0.1%

VAC 380 / 230 / 115 / 48 / 24

Hz 50 ... 60

W 5

- 10

°C          (°F)
-10 ... +65     (+14 ...+149)
-20 ... +70   (-4 ... +158)

VAC 250

A 3

- 3

- 3

VAC/DC 24 ... 230

 V 7.5

- 4

- 3

- 3

-

-

- IP50

MENU
AL-C

AL-S

AUX.
SERIE VK

50153

138

86 72

Ø 3.5
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Referencia del producto

D1208-01
24/11/2023

Document Ref:
Publication Date: 

Certifi ed company

Dinacell Electrónica S.L. reserves the right to add, modify and/or delete content of the document without prior notice. The content indicated here should be used as general product information. It 

should not be interpreted as a guarantee of quality or durability.

For more information

Product Ref. Power supply Model

Ficha técnica

Dinacell Electrónica S.L.
Pol. Ind. Santa Ana C/ El Torno Nº8
CP 28522 Rivas Vaciamadrid, Madrid, ESPAÑA
Tel. (+34) 913 001 435
Fax. (+34) 913 001 645

www.dinacell.com

004811 230 VAC

VKL-3R
004904 115 VAC

004812 48 VAC

001974 24 VAC

VKL-3R
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