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(1) CAJA DE CONEXIONADO

Conexionado del sensor

Calibrado del sensor

Suelen instalarse conjuntos de 2 o 4 sensores. Es posible adquirir este tipo de sensores como un conjunto, 
unidos a una (1) CAJA DECONEXIONADO con salida de cable sin conector o con USB. Por otro lado, las propias 
TCA individuales también dan opción a una salida USB. En este caso se deben conectar los sensores a un (2) 
INTERFACE que también ofrece la opción de salida sin conector o USB (dependiendo del tipo de entrada del 
equipo limitador).

En caso de ser necesario calibrar el sensor, tomar como referencia su valor nominal, siendo este:       �    . 

Posicionamiento e instalación del sensor

(2) INTERFACE

Contenido de material por unidad

(en función del modelo)

Célula de carga bajo cabina
Manual de usuario

+ Exc. Rojo
Verde

Blanco

+ Señal
- Exc.
- Señal
Malla 

Como se muestra en el diagrama de instalación, la unidad TCA está situada bajo la cabina,
encima del chasis. La instalación puede realizarse en sentido superior (opción A) o en sentido inferior (opción B).

Tuerca

Arandela

Prisionero

Tornillo hexagonal

Dimensiones en mm

Cabina Cabina

Cabina

Chasis

Opció
n

Opción

Chasis

Chasis

Negro

800
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(1) CONNECTION BOX

Connection

Calibration of the sensor 

They are usually installed in sets of 2 or 4 sensors. It is possible to buy this kind of sensors as a set, joined 
through a (1) CONNECTION BOX with wired or USB output. On the other hand, individual TCA feature USB 
output as an option. In this case, sensors should be connected to an (2) INTERFACE with wired or USB output as 
well, depending on the input of the control unit.

Installation position

(2) INTERFACE

Standard screw for single sensor

(depending on the model)

Under cabin sensor
User Manual

+ Exc. Red
Green

White

+ Signal
- Exc.
- Signal
Shield 

As what you see in the diagram of assembly, the TCA is placed under the cabin, above
thechassis. Their installation could be downward position (option A) or upward position (option B).

Nuts

Washer

Long screw

Hexagonal screw

Dimensions in mm

Cabin Cabin

Cabin

Chassis

Option

Option

Chassis

Chassis

Black

If the sensor must be calibrated, use the nominal value.  The value is:       �    .800


